el Thermometers

DOrdering Information

With wire type
MT- [102 | —(K]| [ 2m | [ TC-CA-H(SOS), 0.6 x 2 | [1/4 | [ 5@ x 100m/m
A B c D E F

A. Model : MT-100, 100-T,101. 101-8, 101-26, 102.......... (refer to page 35 & 36)
B. Signal type : K, J, PT100 & others

C. Extension wire length : 1M, 2M, 3M, 4M, 5M, 6M & others

D. Extension wire type : Refer to compensating lead wire specification
E. Thread connection type : 1/4, 5/16, 3/8, 1/2, 3/4 & others

F. Tube diameter & length : 50, 62

With T/C head type

mT-

A B C

A. Model : MT-108, 108-1, 107, 108, 109.....__... (refer to page 35 & 36)

B. Signal type : K, J,PT100,R, S, & others

C. Thread comection type : 3/8, 1/2, 3/4 & others

D. Tube diameter & length : 50, 959, 12,7@, 15.99, 17.3@, 21.70 and others

P.S. MT-106 & 107 use stainless sus 304 tube normally.
MT-109 & 109-1 use ceramic tube normally.

under 12.7@ tube use KS (small) head normally.

15.9@ up use KN (big) head normally.

| 9.5@ x 100m/m |
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SENSIORS & TRANSMITTER MT Series

General Thermocouple

Dimension
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SENSORS & TRANSMITTER

General Thermocouple

MT Series

MT-109 (CA.R, S)
(With T/C head type)

Ceramic

9.5@~under 600°C (CA)
12.7@~under 700°C (CA)
15.9@~under 800°C (CA)
17.3@~under 1,200°C (CA)
21.7@~under 1,600°C (R or S type)

MT-202-1 (PT 100Q)
(Resistane temperature detector)

under 300°C

12@
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MT-203 (PT 100Q)

(Resistane temperature detector)
[~ With shrunk tube
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MT-301-1 (IC, CA)
(With T/C head type)

) @10mm
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9.5@~under 600°C
12.7@~under 700°C
15.9@~under 800°C
17.3@~under 900°C
21.7@~under 1,000°C
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under 300°C

MT-301-2 (IC, CA)
(With T/C head type)

MT-206 (PT 100Q)
(Resistane temperature detector)
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MT-201 (PT 100Q) ‘ MT-207 (PT 100Q)
(Resistane temperature detector) (Resistane temperature detector)
50 RTD (3 Wire System)

under 300°C
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MT-201-1 (PT 100Q)
Resistane temperature detector
oo P ) == under 300°C
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MT-201-6 (pT 1009) Miniature Male Plug Miniature Male Plug
(Resistane temperature detector) Part No. | Glass filled nylon Part No. | Glass filled nylon
64D 1 Rated to 400° 121 Rated to 400°
Open : i 5 Type J is Black - Type J is Black
i / ¥ * K-11 Type K Yellow K-21 Type K Yellow
o ) ’ﬂ T (N3
le 9 | b
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MT-202 (PT 100Q) Qs ~AD
(Resistane temperature detector) C) Q L7
a g ) Miniature Female Socket Miniature Male Socket
50T ¥ o Part No. | Glass filled nylon Part No. | Glass filled nylon
il Rated to 400° Rated to 400°
J-12 Type J is Black J-22 Type J is Black
K-12 Type K Yellow K-22 Type K Yellow
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SENSORS TRANSMITTER

ST Series
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Sheath Thermocouple
Specification
Sheath Outer Dia.
Thermocouple Wire 1.00 160 3.20 4.80 6.40 8.08
Sheath Material
C-A Inconel 600 500°C 700°C 900°C 1000°C 1050°C 1100°C
C-A SUS-316 450 800 700 800 850 900
I-C SUsS-316 250 350 450 500 Max. Working Temp.
Dimension
ST-30 With wire ST-60 With Thread Connection
ST-70 Without Thread Connection
&ﬂ: o
J [ N
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Ordering Information
Sheath thermocouple
ST- | 30 |—(«]| [ 2m | | TCcCAH(SOs)06x2 | | 14 |—| 108x100mm |
A B C D E F

A. Model : 30-with wire type
60-with T/C head type and with thread connection
70-with T/C head type and without thread connection
B. Signal type : K, J
C. Extension wire length : 1M, 2M, 3M, 4M, 5M, 6M & others (R)
D. Extension wire type : Refer to compensating lead wire specification
E. Thread connection type : 1/4,5/16, 3/8, 1/2, 3/4 & others
F. Tube diameter & length : 1.08, 1.60, 3.00, 480, 6.4@, 80 (D & L)




